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GEOTEXTILE 

STAINLESS STEEL HOSE CLAMP 

WETWELL CAP 

12” DIA. PVC  WETWELL 

PAVED OR 
VEGETATED SURFACE 

NOTCH BOTTOM OF 
PIPE            SEE 
PATTERN 

24” TYP  
18” MIN            

12” LANDSCAPE 

WETWELL 

THE WETWELL PORT CAN BE USED FOR 
MANY PURPOSES INCLUDING HOUSING A 
PUMP AND FLOATS.  WHEN HOUSING A 
PUMP IN THE WETWELL BE SURE TO DESIGN 
THE SUMP DEEP ENOUGH WITH THE R-
TANKS SO THAT THE INTAKE OF THE PUMP IS 
LEVEL TOO OR SLIGHTLY HIGHER THAN THE 
FLOWLINE OF THE MAIN PORTIN OF THE 
TANK.  FOR EXAMPLE, IF YOUR INTAKE IS 3’ 
ABOVE THE BOTTOM OF THE PUMP, YOU 
WOULD USE A DOUBLE STACK SUMP AREAS 
THAT IS 2.89’ DEEP.  THIS WILL ALLOW FOR 
DRAW DOWN OF THE ENTIRE SYSTEM AND 
PREVENT VOLUME LOSS.. 

PIPE NOTCHING 
PATTERN 

6” – 12” CUT IN 
SHADED AREAS 

12” 

6” 

PUMP INTAKE 

DEPTH VARIES.  SEE 
NOTE ABOVE FOR 

PROPER WETWELL 
DESIGN. 


